
F I L T R A T I O N GR O U P

SEAL V-BANK HOUSING

C L A S S  I  E X T E N D E D  S U R F A C E  F I L T E R S

D E S C R I P T I O N

he Aerostar Seal V-Bank housing 

is a single stage unit designed to

hold HVAC filters. Standard hous-

ing depth is 30" and it will accommod a t e

either 2" or 4" filters in a low-pre s s u re

d rop configuration. It is designed for 

minimum air by-pass. Constructed with

16 gauge-galvanized steel, the housing

components are permanently fastened 

for added strength. Corner gussets are

positioned along the upstream side and

for housings that are wider than 24", cen-

ter stability bars have been added for

extra rigidity.  

B E N E F I T S

The Seal V-Bank configuration allows for

double the air volume compared to fla t

bank housings with the same size opening.

The strength and versatility of the Seal 

V-Bank design make it ideal for all 

applications. Doors are mounted on both

sides of the housing for ease of fil t e r

change-outs. Positive tension door locks

p rovide a tight seal between the housing

and the gasketing on the door. For the 

filter installation no clips or extra 

gasketing is necessary. 

A P P L I C A T I O N S

The Aerostar Seal V-bank housing can

replace any existing filter housing. It 

is designed for use with any 2" or 4" fil t e r.

This housing can be used in any applica-

tion where there is a need for air fil t r a t i o n

such as schools, office buildings, hospitals

and industrial applications 

■ Available in 16 gauge 

galvanized steel or 

304L stainless steel

■ Holds 2" or 4" HVAC 

fil t e r s

■ 2 doors for easy access

■ No clips or extra 

gasketing necessary

■ Flange for installation

to ductwork

■ Custom made available 

to meet end user 
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